GEN — ; WIRING GUIDE

Architectural Lighting Solutions

STATIC WHITE / STATIC COLOR / WARM DIM RIBBONLYTE

STATIC WHITE & STATIC COLOR RIBBONLYTE
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VARIABLE WHITE / RGBW ADDRESSABLE RIBBONLYTE

VARIABLE WHITE RIBBONLYTE
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Red Wire (-) goes to Warm White Channel
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WIRING FOR 2 CHANNEL VARIABLE WHITE DIMMING
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. i WIRE INDEX
One DMX Universe consists of 128 addresses and 512 channels
[z E‘V*g (42 ft, 8 in. of RibbonLyte).
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& Any single run of RibbonLyte that is less than 16 ft, 4 in. can be
% wired directly to the controller.
- For additional runs, Opto Splitter must be used. Each individual run éu
Red (+) Positive will need its own Opto Splitter output.
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8 Way Isolated DMX Splitter / Baaster 2-conductor wire splice

(Driver sold separately) 12-24VDC/ A5 Mex. for power supply 6 ft of 6 ft of
— — o — RGBW Addressable RGBW Addressable
DMX Opto Splitter Oﬁéﬁ Oﬁiﬂ otlfﬂ:j OEJE’] 9 RibbonLyte RibbonLyte
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Multiple runs can be tied to one driver as long as 12 ft of RGBW Addressable RibbonLyte
they do not exceed the driver's maximum load.

Acolyte | Architectural Lighting Solutions Acolyte is a quality division of GENLED Brands™ | www.AcolyteLED.com | Page 2



GEN — ; WIRING GUIDE

Architectural Lighting Solutions

RGB MATRIX / RGBW / RGBA / RGBWW RIBBONLYTE

RGB MATRIX RIBBONLYTE
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Green (-)

——te o RedO

Black Wire (+) Positive

Red Wire (-) goes to Red Channel
Green Wire (-) goes to Green Channel
Blue Wire (-) goes to Blue Channel

RGBW RIBBONLYTE
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Black (+) Positive

Red Wire (-) goes to Red Channel
Green Wire (-) goes to Green Channel
Blue Wire (-) goes to Blue Channel
White Wire (-) goes to White Channel
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Black (+) Positive

Red Wire (-) goes to Red Channel
Green Wire (-) goes to Green Channel
Blue Wire (-) goes to Blue Channel
White Wire (-) goes to Amber Channel

RGBWW RIBBONLYTE
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- Brown (-

Black (+) Positive

Red Wire (-) goes to Red Channel
Green Wire (-) goes to Green Channel
Blue Wire (-) goes to Blue Channel
White Wire (-) goes to White Channel 1
Brown Wire (-) goes to White Channel 2

DMX WIRING
RGBWW RibbonLyte
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STATIC WHITE / VARIABLE WHITE / RGBW / RGBW ADDRESSABLE NEON

0-10V WIRING WITH STATIC WHITE NEON
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DMX WIRING WITH RGB & RGBW NEON

5 Channel DMX Interface

Part #: DMXINFOLEDS
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WIRING FOR 2-CHANNEL VARIABLE WHITE DIMMING
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Variable White Neon

DMX WIRING WITH RGBW ADDRESSABLE NEON

One DMX Universe consists of 128 addresses and 512 channels

(42 ft, 8 in. of RibbonLyte).

Any single run of RibbonLyte that is less than 16 ft, 4 in. can be

wired directly to the controller.

For additional runs, Opto Splitter must be used. Each individual

run will need its own Opto Splitter output.

Driver
12-24V

(Driver sold separately)

DMX Opto Splitter
Part Number: DMXOS8
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WIRE COLORS

STATIC WHITE NEON
Red Wire (+) Positive
Black Wire (-) Negative

VARIABLE WHITE NEON

Black Wire (+) Positive

Red Wire (-) goes to Warm White Channel
White Wire (-) goes to Cool White Channel

RGB NEON

Black Wire (+) Positive

Red Wire (-) goes to Red Channel
Green Wire (-) goes to Green Channel
Blue Wire (-) goes to Blue Channel

RGBW NEON

Black Wire (+) Positive

Red Wire (-) goes to Red Channel
Green Wire (-) goes to Green Channel
Blue Wire (-) goes to Blue Channel
White Wire (-) goes to White Channel

RGBW ADDRESSABLE NEON
Red Wire (+) Positive

Wihite Wire (PI)

Blue Wire (A+)

Green Wire (B-)

Black Wire (GND)

DMX WIRING WITH VARIABLE WHITE NEON
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Multiple runs can be tied to one driver as long as
they do not exceed the driver's maximum load.
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DMX Interface
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Universe 1

2 Universe DMX Controller
Part Number: DMXCTRLDR2U

6 Universe DMX Controller
Part Number: DMXCTRLDR6U

Controller
(Driver sold separately)

3-conductor wire splice

fpr DMX 16 ft 4.85 in. of LED Neon

2-conductor wire splice
for power supply

6 ft 4.85 in. of LED Neon
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CONNECTOR WIRE COLOR & WIRE GAUGE GUIDE

Tech Support: (+1) 212 629 6830 *301
Tech@GENLEDBrands.com

2 PIN IP67 CONNECTOR

WIRE COLOR

Black
Red

5 PIN IP67 CONNECTOR

WIRE COLOR

Black
Red
Green
Blue

Yellow

6 PIN IP20 CONNECTOR

WIRE COLOR

Black
Red
Green
Blue

White

Yellow

XLR CONNECTOR

PIN WIRE COLOR
1 Green

2 Black

3 Red

4

5

Negative (-)

Positive (+)

RGBA
Positive (+)
Red (-)
Green (-)
Blue ()
Amber (-)

RGBWW 5-in-1

DRIVER AND RIBBONLYTE AT FULL LOAD

Wattages 30
G\g,tige Feet Meters
24 AWG 14 4.27
22 AWG 22 6.71
20 AWG 35 10.67
18 AWG 56 17.07
16 AWG 90 27.44
14 AWG 142 43.29
12 AWG 226 68.90
10 AWG 360 109.76
8 AWG 574 175.00

STATIC WHITE / STATIC COLOR

RGBW
Positive (+)
Red (-)
Green (-)
Blue ()
White (-)

Positive (+)
Red (-)
Green (-)
Blue (-)
White (-)
Brown (-)
DMX
Ground
Negative (-)
Positive (+)
Do Not Use
Do Not Use
60 96
Feet Meters Feet Meters
9 274 55 1.68
14 4.27 9 274
23 7.01 14 4.27
37 1.28 23 7.01
60 18.29 37 11.28
95 28.96 59 17.99
151 46.04 94 28.66
240 737 150 45.73
381 116.16 239 72.87

N N

2,

Feet

3.75

5.75

24
38
60
96
153

«'“w

4-IN-1 RGBW
Positive (+)
Red ()
Green (-)
Blue (-)
White (-)

150

Meters Feet

114 2.75
175 4.5
274 7
4.57 n
7.32 18
1.59 28
18.29 45
29.27 72

46.65 ns

200

Meters

0.84
1.37
203
&5
5.49
8.54
13.72
21.95
35.06

« N
1«.,§ ﬁ"

Feet

2.25
3.5
5.75

23
37
60
95

240

Meters

0.69
1.07
175
2.74
4.57
7.01
.28
18.29
28.96

Feet

175
2.7/

300

Meters

0.53
0.84
1.37
2.29
3.66
572
9.15
14.63

23017

320
Feet Meters
175 0.53
275 0.84
4.25 1.30
7 213
n 3.35
17 518
28 8.54
45 13.72
71 21.65
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