
S T A T I C  W H I T E 

V A R I A B L E  W H I T E 

Cuttable every

0.2 in. (5 mm)

Xacta RibbonLyte is all about precision. We use premium LEDs 

to ensure precise CCTs. A tight pitch provides seamless light 

distribution. And Xacta’s amazing 0.2 in. (5 mm) cut lengths 

allow for precise measurements in custom applications and 

complete channel fixtures. 

1.5 W/ft (4.9 W/m)

- 116.5 lm/W 

- 196.4 lm/ft (644.3 lm/m) at 3500K

1.5 W/ft (4.9 W/m)

- 125.8 lm/W

- 207.2 lm/ft (679.9 lm/m) all on

1800K | 2000K | 2200K | 2400K | 2700K | 3000K | 3500K | 4000K | 6000K

2400K-6000K

3.0 W/ft (9.8 W/m)

- 115.6 lm/W 

- 349.7 lm/ft (1147.4 lm/m) at 3500K

3.0 W/ft (9.8 W/m)

- 133.8 lm/W

- 415.2 lm/ft (1362.1 lm/m) all on

4.5 W/ft (14.7 W/m)

- 117.9 lm/W 

- 533.9lm/ft (1751.6 lm/m) at 3500K

4.5 W/ft (14.7 W/m)

- 129.1 lm/W 

- 598.4 lm/ft (1963.2 lm/m) all on
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RoHS IP20


